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Application Guide 

Which Mower Best Fits My Application 

Five key points to consider when choosing a mower / brush cutter 

1) The actual weight of the power unit compared to the weight of the attachment 

2) The available and dedicated hydraulic flow to power the attachment hydraulic motor 

3) The dedicated pressure @ dedicated hydraulic flow that powers the attachment hydraulic motor 

4) What type and size vegetation you are wanting to maintain 

5) How much the attachment mower will be used and what type environment 

EX60R  Heavy duty rotary mower for larger excavators weighing a minimum of 15,000 Lbs. with a 

minimum hydraulic flow of 25 GPM.  Three weight sizes are available for excavators ranging to 

80,000 Lbs. and flows from 25 GPM to 55 GPM.  Operator protective structure required. 

EX50CS  48ò Circular KODIAK saw head for excavators with a minimum of 25 GPM.                          

Operator protective structure required. 

EX60HDSS-BD  60ò HD Belt drive shredder / flail mower for large frame excavators and backhoes.  

Hydraulic flows of 30 - 55 GPM and weight class of 40,000 Lbs. and above. 

EX50HDSS-BD  50ò HD Belt drive shredder / flail mower for excavators and backhoes.  Hydraulic 

flows of 25 - 45 GPM and weight class of 25,000 Lbs. to 40,000 Lbs. 

EX50HDSS-DD  50ò HD Direct drive shredder / flail mower for excavators and backhoes.  Hydraulic 

flows of 20 GPM - 40 GPM and weight class of 16,000 Lbs. to 30,000 Lbs. 

EX40HDSS-DD  40ò HD Direct drive shredder / flail mower for excavators and backhoes.  Hydraulic 

flows of 20 GPM - 35 GPM and weight class of 16,000 Lbs. to 25,000 Lbs. 

EX40DD  40ò Direct drive shredder / flail mower for excavators and backhoes.  Hydraulic flows of 16 

GPM - 35 GPM and weight class of 10,000 Lbs. to 15,000 Lbs. 

EX30DD  30ò Direct drive shredder / flail mower for mini-excavators and backhoes.  Hydraulic flows 

of 8 - 20 GPM and weight class of 3,500 Lbs. to 9,500 Lbs. 

Cutting capacity varies on engine HP, hydraulic output with pressure combined and types of vegeta-

tion being cut.  Many excavators & backhoes have adjustable pressure and GPM flow that plays a 

key role in high performance applications.  Piston motors are available for high pressure systems. 

Rear rollers and (saddles for the parent machine thumb) for select models are also available. 
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The RAZOR is a high quality industrial grade shredder / flail mower designed and manufactured by 

USM  for skid steers & compact track loaders.  The RAZOR is equipped with the SUPER SAMURAI 

Electronically Balanced Rotor Shaft with triple blade design.  Vegetation, brush and small trees are 

easily cut and mulched up to 6.0ò in diameter.  The optional Push Guard pushes small trees over 

keeping them from contacting the skid steer unit.  The mower is constructed from 1/4ò DOMEX 

100,000 PSI Yield Strength Steel for years of durable service & reliability and Polyester Powder 

Coated Safety - Yellow Paint.  The pressure, return and case drain hoses are included with Flat 

Face couplers along with replaceable HARDOX skid shoes and rear roller . 

RZ 60ò Å RZ 72ò Å RZ 84ò 
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 RAZOR  HD Shredder / Brush Flail Features & Specifications 

§ 1/4ò DOMEX 100,000 PSI Yield high strength steel construction  

§ 3/8ò DOMEX end plates 

§ 2 Lb. ea. x 8ò long x 3ò wide x 10mm thick, flail & straight thatch knives  

§ SUPER SAMURAI Electronically balanced 6.0ò OD x 1/2ò wall rotor shaft (RZ 60ò) 

§ SUPER SAMURAI Electronically balanced 6.0ò OD x 5/8ò wall rotor shaft (RZ 72ò & 84ò) 

§ Gear type hydraulic motor, matched to available oil flow  

§ Optional 60CC PISTON motor (4000 PSI & above) 

§ 94 HP helical 4 V-belt drive system 

§ Standard replaceable HARDOX skid shoes 

§ Standard rear roller assembly 

§ 85ò hydraulic hoses w/ 3/4ò Flat Face coupler 

§ 100ò case drain hose w/ 1/2ò  Flat Face coupler 

§ Polyester safety - yellow Powder coat  finish 

§ Optional push guard 

§ 12 Month warranty  

§ Cutting width                    60ò, 72ò & 84ò  

§ Brush flail knives       8ò x 3ò x 10mm x 2 Lbs. ea. 

§ Thatch knives                   8ò x 3ò x 10mm x 2 Lbs. ea.  

§ Knife's mounting towers     Mounting towers are 1/2 ñ in thickness 

§ Cutting capacity          Up to 6ò diameter  

§ Aux. Hyd. Flow Required                 19 GPM - 55 GPM 

§ Rotation speed            1800-2000 rpm 

§ Weight                   1,975 Lbs. (RZ 72ò) 
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The QA60 is a powerful rotary mower that turns your skid steer / compact track loader into a pro-
ductive brush mower.  The contoured front opening pulls vegetation into the blade path providing 

efficient cutting & mulching.  The push bar allows deflection of trees before cutting to prevent them 

falling on the skid steer.  The new QA610-BTC is available for high flow tool carriers 

QA60  60ò 


